Specification Sheet

Athenia -

GREEN MARINE

ENERGY SUPPORT SERVICES

GENERAL
YARD NUMBER

CTruk 20T MPC Wind Farm Service / Survey
BASIC FUNCTIONS  CTV Transfers

ROV Deployment
Hydrographic Surveys
CLASSIFICATION DNV 1A1 HSLC R2 Wind Farm Service
MCA Category 2

STABILITY Meets SCV Cat 2 carrying 20 t deck cargo
NAT. AUTHORITIES
FLAG United Kingdom
OWNER Green Marine(UK)

DIMENSIONS (APPROX.)

LENGTHO.A. 18.5:m
BEAM O.A. 6.1'm
LENGTH LOAD LINE 23.9m
DEPTH AT SIDES 3.9m
DISPLACEMENT 24 te
DECK LOAD RATING 1 TE/M"2
TANK CAPACITIES (APPROX.)

FUEL OIL 16/m3
FRESH WATER 0.35:m3
DIRTY OIL m3
SEWAGE 0.15m3
PERFORMANCES (APPROX.)

MAX SPEED 28 knots
SERVICE SPEED 25 knots
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PROPULSION SYSTEM
MAIN ENGINES

TOTAL POWER
GEARBOXES
PROPULSION

AUXILIARY EQUIPMENT
GENERATOR SETS
ELECTRICAL SYSTEM

DECK LAY-OUT

AFT AREA

FWD AREA

DECK LOAD RATING
MOONPOOL

HIAB CRANE POTENTIAL
DAVIT

FENDERING
ANCHORING

SAFETY EQUIPMENT
LIFE RAFTS

LIFE JACKETS

MOB SYSTEMS

EPIRB/SART
FIRE SYSTEM
ALARMS

2x Cummins

2 x610 mhp @ 2300 rpm
Flange-mounted (Centa Carden)
Twin Rolls-Royce FF41 waterjets

Rolls Royce joystick + remote/WL

1 x Beta Marine 10 kW, 1500 rpm, 50 Hz
24V DC, Victron Phoenix 240V/3000W
charger/inverter. 240 VAC in wheelhouse; 110

VAC on deck (roaming transformer)

#.# m"2

## m"2

Yes, multiple adaptor brackets
Structural foundation fitted with build
ROV & Sensor Launch & Recovery
100mm D Section

HHP anchor + kedge; 24 V windlass

2x8-man MCA Pack
14 (>30 kg) with light & reflective tape
SB MOB system with davit & deck socket;

Sea Marshall crew finder (2 PLBs)

FM200 fixed system in each ER; + portable

Smoke/heat detection to wheelhouse

E: info@greenmarineuk.com T: +44(0)1856 851966 (office) W: www.greenmarineuk.com
P: Green Marine (UK) Ltd, Station House, North End Road, Stromness, Orkney, Scotland, KW16 3AG




